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Main capabilities

–  

Maximum Density in Multi-Stage Architecture

Optimized integration of DC/DC and DC/AC stages 
within a single enclosure. Despite the extended 
voltage range of Sodium batteries (700–1500V), 
the compact design minimizes the on-site footprint, 
without the need for additional external equipment.

Utilizing state-of-the-art control algorithms, we 
maintain market-leading efficiency despite Sodium's 
voltage fluctuations. The DC/DC stage is optimized 
to minimize switching losses across the entire 700V 
to 1500V spectrum.

Wide-Range Adaptive Efficiency

Featuring a hermetically sealed cooling system (no 
exchange with outside air). This is critical for Sodium 
battery installations, which are often deployed in 
industrial or mining environments with conductive 
particles or highly corrosive atmospheres.

Total Resilience in Harsh Conditions

Electrical diagram

–  

By eliminating air filters and critical moving parts, 
the equipment ensures continuous operation. The 
robustness of the integrated DC/DC stage reduces 
common failure points typically found in battery 
systems with wide voltage variations.

Zero-Filter Maintenance

Implementation of real-time online control adaptation 
to compensate for grid fluctuations, supported by the 
fast response times of Sodium chemistry and precise 
DC bus regulation shared across converter stages.

Dynamic Grid Stability

By integrating the DC/DC converter and AC 
inverter into a single footprint, site costs for cabling, 
foundations, and installation are drastically reduced, 
offsetting the investment required for the wide 
voltage range of Sodium technology.

Consolidated & Versatile CAPEX
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Power vs Tª Behaviour
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Specifications / Technical Data

–  

Other Protections 

Over-temperature Protection

Emergency Push Button

Communications

Control*

Monitoring*

Webserver

AC Side

Number of Phases

Nominal AC Voltage*

THDi

Nominal Voltage Allowance Range*

Frequency Range*

Nominal AC Power @ - 20 °C [-4 °F], 1500 VDC  (preliminary)

Nominal AC Power @ 40 °C [104 °F], 1500 VDC  (preliminary)

Nominal AC Power @ 50 °C [122 °F], 1500 VDC  (preliminary)

Nominal AC Power @ 60 °C [140 °F], 1500 VDC  (preliminary)

Power Factor Range

DC Side BESS

DC Minimum Voltage 

DC Maximum Voltage*

Number of Independent Power Modules per PCS

Max. DC Current

Number of Fused DC Inputs per Power Module/Total*

Max. DC short-circuit withstanding capability

Three-phase w/o neutral point

< 1% full spectrum @Sn

±15%

47 - 53 / 57 - 63 Hz

0 (lagging) - 1 - 0 (leading)

1500 V (2000 VDC comptible)

2, 1 to 1 galvanically isolated

2 x 3000 A

Up to 2+ & 2- / 4+ & 4- 

2 x 250 kA

> 98% (preliminary)

< 200 W

-20°C / +60°C  [-4°F / +140°F]

< 2,000 m [6,561 ft] (w/o derating)

Liquid + HVAC

4% – 100% (w/o condensation)

Zone 4 IBC 2012

IP65, NEMA4

3,3 x 2,3 x 2,25 m  

(for logistics 2,5 x 2,3 x 2,25 m)

7.000 kg (TBC)

ACB

Type 1 + 2 SPD

Included (SW)

Included (SW)

Included (SW)

Motorized DC switches (on-load)

DC fast fuses

Type 1 + 2 SPD

Included

Included

Included

Included

Modbus TCP/IP

Modbus TCP/IP

Included

IEC 62920 

EN 50530 

IEC 62116

IEC 61683

IEEE 519

850 Vrms

4005 kVA

4005 kVA

3607 kVA

0 kVA

700 V

Performance

Efficiency, typ 

Stand-by Power Consumption

General Data

Temperature Range - Operation**

Maximum Altitude***

Cooling System

Relative Humidity

Sesmic*

Max. wind speed*

Snow load*

Protection Class

Dimensions (W/H/D) 

Weight

AC Protections 

AC Side Disconnection & Short-

circuit Current Protection

AC Overvoltage Protection

Anti-islanding

Grid Voltage Fluctuations (LVRT, 

HVRT)*

Frequency Failure

DC Protections 

DC Disconnection

DC Short-circuit Protection

DC Over-voltage Protection

Reverse Polarity Detection

DC Ground Fault and Insulation 

Detection

Optional

Low Temperature Kit up to -30 °C [-22°F]

Factory-fitted DC fuses

Factory-fitted joint DC inputs

Enhanced corrosion protection

Standards/Directives (PLANNED)****

IEC 62477

UL1741

IEC 61000-6-2/4

IEEE 1547

EN 55011

nXL PCS/Na 4000

* 

**

***

****

Contact Norvento TECHnPower for a specific configuration

With derating from 40°C [104°F]

Up to 4,000m [13,123 ft] with derating as optional

Contact Norvento TECHnPower for other Standards/Directives
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The information in this catalogue is only for 
informational purposes, it may differ from the final 
specifications of the equipment.

Product manufactured in Spain.


